
2019 Section One Ranger Derby Rules 

General Rules 

 Cars should be built by the Royal Ranger boy with some adult guidance 
 A new car is to be built each year 
 Only dry lubricant is permitted 
 The car shall not ride on springs 
 The car must be free-wheeling with no starting device 

Dimensions 
 The car width shall not exceed 2 ¾ inches 
 The car length shall not exceed 7 inches 
 The width between the wheels shall be 1 ¾ inches with ¼ inch tolerance 
 The bottom clearance between the car and track shall be no less than 3/8 of an inch 
 The height shall not exceed 5 ¾ inches 

Weight 
 The car weight shall not exceed 5.00 ounces per the scale at the registration table 
 All weight must be permanently attached and stationary on the car 

Wheels and Axles 
 Only officially licensed BSA wheels are allowed 
 No additional items may be added to the wheels and axles, such as washers, inserts, sleeves, bushings, 

or bearings 
 Solid axles are not allowed 
 Four wheels must be firmly attached to the car, two on each side 
 The rolling surface of the wheel must not contain any visible ridges or points 
 Reducing the width of the wheel (razor wheel) is not allowed 
 Lettering on the outside of the wheel must remain intact and unmodified 
 Shaving the inside of the wheel or the outside of the rolling surface is not allowed 
 Lubricants on the rolling surface of the wheel are prohibited 
 Rounding the edges of the rolling surface is allowed 

 
 

 
 
 
 
 

Ranger Derby Race Rules 
 You must be present to win.  Attendance will be taken at the start of the Championship Round. 
 Only the Royal Ranger boy may register his car.  Registration by proxy will only be allowed for special 

circumstances. 
 A Royal Ranger may only enter one car for the race 
 Late registration (car not present) will results in 1 strike for each heat missed 
 No part of the car may protrude past the staring pin on the track 
 Repairs to a car after the start of the race will only be allowed if parts fall off, damage is caused by 

another car during the race, or if damage is caused by the race staff 
 Repairs must be completed before the start of the next race; otherwise, the car will receive a strike for 

each race missed. 
 No lubrication may be applied to the car once the car is registered 

 

CO2 Dragster Rules 
 Each car is required to have 4 wheels that roll, 2 eyelets, and a CO2 cartridge hole. 


